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PRELIMINARY AMENDMENT 

Dear Sir: 
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please enter the following amendment. 
In The Claims: 

Please cancel claims 1 through 21 and replace therefor, new claims 22 through 50 as set 
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22. (New) A process for closing a container with a closure formed by a closure cap and 
a sealing device, the method comprises: 

selecting a container having a mouth region and which has been filled and placing a 
sealing cap onto the container so as to cover the mouth region; 
cleaning the container in the mouth region; and 
fitting the closure cap onto the container. 

23. (New) The process according to claim 22, wherein the method comprises cleaning 
the container by a method selected from at least one of the group consisting of spraying the 
mouth region with a cleaning liquid, brushing the mouth region, and wiping off the mouth region. 

24. (New) The process according to claim 23, further comprising drying the mouth region 
using a drying gas. 

25. (New) The process according to claim 22, wherein the closure cap comprises metal, 
and wherein the process comprises fitting the sealing cap onto the mouth region, cleaning the 
mouth region, fitting the closure cap onto the mouth region, and screwing the closure cap onto 
the mouth region. 

26. (New) The process according to claim 22, wherein the closure cap is plastic and the 
process comprises fitting the sealing cap onto the mouth region, cleaning the mouth region, 
fitting the closure cap onto the mouth region, and screwing the closure cap onto the mouth 
region. 
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27. (New) The process according to claim 22, wherein the method comprises fitting the 
sealing cap on the mouth region by a fitting tool. 

28. (New) The process according to claim 22, wherein the method comprises drying the 
mouth region with a drying tool. 

29. (New) The process according to claim 22, wherein the closure clap is shaped by a 
shaping tool. 

30. (New) The process according to claim 22, wherein the closure cap is a screw cap and 
wherein the closure cap is screwed on by a screwing tool. 

31. (New) The process according to claim 22, wherein the sealing device comprises a 
sealing cap, and wherein the sealing cap has at least one retainer member interacting with the 
container. 

32. (New) The process according to claim 3 1 , wherein the retainer member forms a press 

fit. 

33. (New) The process according to claim 31, wherein the retainer member comprises 
a web which extends around the sealing cap and interacts with the mouth region. 

34. (New) The process according to claim 31, wherein the closure cap consists of one 
of the group consisting of a crown cap and a rotary crown cap. 

3 
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35. (New) The process according to claim 22, wherein the method comprises selecting 
a closure cap having a latching means, and using the latching means to retain the sealing cap. 

36. (New) A closure for a container, having a closure cap and a sealing device, the 
sealing cap having a retaining member being configured for attachment to a mouth region of a 
container, and a closure cap for fitting over the sealing cap and retaining the sealing cap in place. 

37. (New) The closure according to claim 36, wherein the retaining member forms a 
press fit. 

38. (New) The closure according to claim 36, wherein the retaining member comprises 
a web running around the sealing cap which interacts with the mouth region of the container. 

39. (New) The closure according to claim 36, wherein the closure cap is selected from 
the group consisting of a crown cap and a rotary crown cap. 

40. (New) The closure according to claim 36, wherein the closure cap comprises a 
latching means formed by a protrusion which retains the sealing cap. 

41. (New) The closure according to claim 36, wherein the sealing cap has a bottom, an 
encircling wall which extends around the bottom, and a flange which adjoins the encircling wall. 

42. (New) The closure according to claim 41 , wherein the sealing cap further comprises 
a bent-down border and an annular wall extending from the flange. 

4 



43. (New) The closure according to claim 41 , wherein the bottom has a first base surface 
and a second base surface. 

44. (New) The closure according to claim 43, wherein the second base surface extends 
from the first base surface at an angle. 

45. (New) The closure according to claim 41 , wherein the bottom has a first side directed 
toward an interior of the container and a second side directed away from the interior of the 
container, and webs which extend above the height of the encircling wall. 

46. (New) The closure according to claim 36, wherein the closure cap is formed of 
aluminum. 

47. (New) The closure according to claim 36, wherein the sealing cap is plastic. 

48. (New) The closure according to claim 36, wherein the sealing cap comprises 
aluminum. 

49. (New) The closure according to claim 36, wherein the sealing cap is coated with a 
sealing compound. 

50. (New) The closure according to claim 36, wherein the sealing cap comprises at least 
two bonded materials. 
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REMARKS 

Applicant has canceled claims 1-21 and added claims 22-50. The application is 
believed to be in condition for allowance. Should the Examiner believe that any adverse 
action is necessary, it is requested that he contact Randall B. Bateman at (801) 478-0071 so 
that such matters may be resolved as expeditiously as possible. 



Respectfully Submitted, 

MoRRiss, Bateman, O'Bryant & Compagni, pc 




Randall B. Bateman 
' Reg. No. 37,774 

136 South Main Street, Suite 700 
Salt Lake City, Utah 84101 

Telephone (801) 478-0071 
Facsimile (801) 478-0076 
E-mail: bateman@mboclaw.com 
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"^'l ^^^^ JC10 Rec'd PCT/rrO 0 6. MAR 201^ 

Process for closing a container^ and c losure for thi^ 

purpose 

Description 

The invention relates to a process for closing 
a container according to the preamble of Claim 1 and to 
a closure serving for this purpose according to the 
preamble of Claim 11. 

Processes of the type mentioned here are known. 
If it is intended, for example in a filling plant, for 
containers such as bottles, canisters or the like to be 
filled with a liquid and then closed by a closure, then 
the containers, for this purpose, are first of all 
removed from a feed device, for example a magazine, and 
fed to a filling installation by means of a conveying 
device. In' the filling installation, a filling valve, 
through which the liquid is filled into the container, 
is lowered over the, mouth region of the container. The 
filled container is then fed to a closing installation, 
in which the mouth region of, the container is closed by 
a closure which is likewise removed from a magazine and 
fed via a conveying device. The closure operation takes 
place in various ways, depending on the design of the 
closure- Thus, in the case of a metallic closure, a 
closure blank is fitted onto the mouth region of the 
container and then, by means of a shaping tool, adapted 
in shape to the mouth region of the container, whereas, 
in the case of a plastic closure, the latter, once 
fitted onto the mouth region of the container, is 
screwed onto the mouth region by means of a screwing 
tool . 

The process may also be used analogously for 
the operation of filling containers with granular or 
pulverulent solids . 

Although both the containers and the closures 
are cleaned and, if appropriate, even disinfected 
be'fore being introduced into the magazine - or have 
been cleaned already - the situation where the mouth 
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region of the container is contaminated by contents 
during feeding to the filling installation, in 
particular during the filling operation, or else during 
feeding to the closure installation or during the 
5 closure operation cannot be avoided in the case of the 
process described. Up until now, between the operations 
of filling and closing the container, the mouth region 
of the container has been subjected to a cleaning 
operation, in the case of which, for example, a 

10 flushing-liquid jet is directed onto the mouth region 
of the container and the latter is possibly then dried 
by a blowing means or said container is cleaned by 
means of a brush or a cloth in order to remove the 
contents deposited there. The disadvantage with this 

15 procedure is that droplets of flushing liquid, broken- 
off bristles from the brush or fluff from the cloth can 
pass into the interior of the container, thus 
contaminating the container contents. In the case of 
granular container contents, this procedure may result 

20 in flushing liquid which has penetrated into the mouth 
region of the container beginning to dissolve the 
container contents in the mouth region of the 
container, which results in the container contents 
forming lumps . 

25 Moreover, the prior art contains a wide range 

of different closures for containers. In particular, 
multi-part container closures are also known. Thus, in 
particular in the case of drinks bottles, use is made 
of two-part pull-open closures which comprise a sealing 

30 sheet stretched over the mouth region of the container 
as well as an outer closure provided with a pull-open 
tab. If use is made of these closures for closing 
containers by the process just discussed, - the 
disadvantages which have already been described arise 

35 here as well. 

The object of the invention is thus to propose 
a process for closing a container which allows 
hygienically satisfactory closure of the container, and 
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also to develop a closure which is suitable for this 
purpose . 

In order to achieve this object, the invention 
proposes a process for closing a container by means of 
a closure which has a closure cap and a sealing device, 
which comprises a sealing cap. During the operation of 
closing the container, the mouth region of the 
container is cleaned between the operations of fitting 
the sealing cap and fitting the closure cap. The 
closure cap and the sealing cap, which are separate 
before the operation of closing the container and are 
also fitted onto the container in separate process 
steps, are thus brought together for the first time 
during the operation of closing the container. First of 
all the sealing cap is fed to the container and fitted 
onto the mouth region of the same. Since the sealing 
cap closes the mouth region of the container, 
penetration of substances which contaminate the 
container contents is reliably avoided during the 
operation of cleaning the container mouth, and the 
container content thus cannot be adversely affected by 
the cleaning operation. 

A preferred variant makes provision for the 
mouth region of the container to be cleaned in that it 
is sprayed, brushed off and/or wiped off. It is 
possible, moreover, to subject the mouth region to the 
action of a drying gas. The various possible cleaning 
methods, individually or in combination, ensure optimum 
cleaning of the mouth region. 

In a preferred variant, provision is made for 
the closure cap to consist of metal and for the process 
to comprise fitting of the sealing insert onto the 
mouth region, cleaning the mouth region, fitting the 
closure cap onto the mouth region and shaping the 
closure cap. This variant constitutes the adaptation of 
the process according to the invention to a metallic 
closure cap. Following the operations of fitting the 
sealing cap, cleaning and, . if appropriate, drying, a 
closure-cap blank is fitted -onto the mouth region and 
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is shaped into the finished closure cap. During the 
shaping operation, for example, the thread of the 
closure or else grooves are made, the closure being 
easier to open as a result - 
5 A further preferred variant makes provision for 

the closure cap to be designed as a screw cap and to 
consist of plastic and for the process to comprise 
fitting the sealing insert onto the mouth region, 
cleaning the mouth region, fitting the closure cap onto 

10 the mouth region and screwing the closure cap onto the 
mouth region. This variant of the process is adapted to 
the screw cap consisting of plastic. The screw cap is 
thus already in the finished state before it is fitted 
onto the mouth region of the container and screwed on. 

15 It is further preferred if - in the case of the 

metallic closure cap - the sealing insert is fitted by 
means of a first fitting tool, the mouth region is 
cleaned by - means of a cleaning tool, preferably a 
flushing nozzle and/or an automatic brush and/or a 

20 wiping means, the mouth region is 'dried by means of a 
drying tool, preferably a blowing nozzle, the closure 
cap is fitted by means of a second fitting tool, and 
the closure cap is shaped by means of a shaping tool, 
preferably a deep-drawing tool, in particular a plunger 

25 and thread rolls. In the case of this variant, all the 
steps of the process are carried out by means of tools 
developed for this purpose. The process may thus be 
carried out in a fully automatically functioning 
filling line. 

30 In addition, for the case of a plastic closure 

cap formed as a screw cap, provision is preferably made 
for a tool also to be used for the operation of 
screwing the screw cap onto the mouth region. It is 
thus also possible for plastic screw caps to be fitted 

35 in a fully automatic filling line. 

In order to achieve said object, the invention 
also proposes a closure in the case of which the 
sealing insert, is designed as a sealing cap and. has at 
least one retaining means interacting with . the 
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container. Designing the sealing insert as the sealing 
cap requires it to be adapted in size to the mouth 
region of the container, that is to say the dimensions 
of the sealing insert are selected such that, following 
5 the operation of fitting the sealing insert onto the 
mouth region of the container^ the latter is closed and 
the sealing insert or the sealing cap is retained ^ 
securely. The term "'sealing cap'' indicates that the 
sealing insert itself assumes properties of a closure 
10 cap, namely the closure property. The retaining means, 
which interacts in particular with the mouth region of 
the container, allows the sealing insert to be 
supported in the mouth region, that is to say slipping 
of the sealing insert when subjected to the action of 
15 pressure from the inside or from the outside is 
avoided. Being subjected to the action of pressure may 
be brought about, inter alia, by being cleaned by being 
sprayed with the cleaning liquid or being dried by 
being subjected to the action of the cleaning gas 
20 flowing out of a blowing nozzle. In both cases, the 
sealing insert is retained securely in the mouth region 
of the container - 

In the case of a preferred exemplary embodiment 
of the closure, provision is made for the retaining 
25 means to be designed as a web which runs all the way 
around the sealing cap and extends essentially 
perpendicularly away from the wall of the sealing 
insert. This design of the retaining means provides the 
largest possible surface area for the interaction of 
30 the sealing cap with the container. In this case, the 
sealing cap is retained by clamping in the mouth region 
of the container. Depending on the three-dimensional 
shape of the sealing cap, this clamping may take place 
on the inside of the mouth region and on the outside 
35 thereof. 

Also preferred is an exemplary embodiment of 
the closure which has a latching means, also referred 
to as a bead, which is designed as a peripheral , 
protrusion and which can retain the sealing cap. The 
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latching means makes it possible for the screw cap and 
the sealing cap to be connected with a form fit during 
the shaping operation, in the case of the screw cap 
being metallic, and during the screwing-on operation, 
5 in the case of the screw cap being plastic. It is also 
the case that said connection is not released when the 
closure is removed by a consumer, that is to say the 
consumer can remove the closure cap and the sealing cap 
at the same time from the mouth region of the 
10 container. When the container is closed again, the 
sealing cap is then already integrated firmly in the 
closure cap. 

Furthermore, provision is preferably made for 
the sealing cap to have a bottom, an encircling wall 

15 which extends from the bottom, and a flange which 
adjoins the wall and is provided with a bent-down 
border- This configuration of the sealing cap provides 
further surfaces which can interact with the mouth 
region of the container. For example, it is possible 

20 for the flange to butt against the top side of the 
mouth region, and for the bent-down border of the 
flange to butt against the outside of the mouth region, 
of the container. This configuration of the flange thus 
further improves the secure retention of the sealing 

25 cap in the mouth region, as well as the sealing 
properties thereof . 

Moreover, an exemplary embodiment of a closure 
in the case of which the bottom of the sealing cap has 
a first base surface and a second base surface, which 

30 extends from the first base surface in an angled 
manner, is preferred. The bottom of the sealing cap is 
thus of plate-like design. This has the advantage of it 
being possible for droplets of the cleaning liquid 
which collect on the surface of the sealing cap 

.35 following the cleaning operation to run together, as a 
result of gravitational force, to the first base 
surface of the sealing cap and thus to be removed more 
easily in the case of a possible drying operation. 
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It is additionally preferred if the bottom is 
designed as the lateral surface of a truncated cone. 
The bottom of the sealing cap thus extends in a wedge- 
like manner into the mouth region of the container. The 
5 wedge shape also helps droplets of the cleaning liquid 
run together. 

Finally, an exemplary embodiment of a closure 
which is distinguished in that the metal of the closure 
cap is aluminium and the sealing cap consists of 
10 plastic is preferred. Furthermore^ the sealing cap may 
consist of a metal, preferably aluminium, coated with a 
sealing compound. The selection of these materials 
guarantees straightforward and also inexpensive 
production of the closure cap and of the sealing cap. 
15 The invention is explained in more detail 

hereinbelow with reference to a drawing, in which: 
Figure 1 shows the mouth region of the container 
during the operation of fitting the sealing 
cap, in section; 
20 Figure 2 shows the mouth region during the operation 
of cleaning the latter by means of a cleaning 
liquid, in sections- 
Figure 3 shows the mouth region during the operation 
of fitting the closure cap, in section; and 
25 Figure 4 shows the mouth region following the 
operation of screwing on the closure cap, in 
section . 

Figure 1 shows the mouth region 1 of a 
container 2. The mouth region 1 has an external thread 

30 3 and a peripheral bead 5 arranged therebeneath . A 
sealing cap 7 comprising a sealing insert is fitted 
onto the mouth region 1 of the container 2, as is 
indicated by arrows 9. The sealing cap 7 has a bottom 
11, a peripheral wall 13 which extends from the bottom 

35 11, and a flange 15 which adjoins the wall 13. The 
flange 15 is provided with a bent-down border 17. The 
bottom 11 of the sealing cap 7 is made up of a first 
base surface 19 and of a second base surface 21, which 
extends from the . first base surface in an angled 
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manner. The sealing cap 7 also has, at the bottom end 
of the peripheral wall 13, a retaining means 25, which 
is designed in this case as a peripheral web 23. 

The retaining means may also be realized by a 
press fit, that is to say in that the sealing cap 7 is 
retained securely solely by virtue of its dimensions 
being coordinated with the mouth region 1. In this 
case, it is also possible for the web 23 to be 
dispensed with- 
it is also possible for the bottom 11 of the 
sealing cap 7 to be designed in the form of the lateral 
surface of a cone or truncated cone. As seen in cross 
section, it then extends approximately in a wedge- 
shaped manner into the mouth region 1 of the 
container 2 . 

The first base surface 19 of the bottom 11 of 
that exemplary embodiment of the sealing cap 7 which is 
illustrated here has, for example, a thickness of 
approximately 0.5 mm. The thickness of the second base 
surface 21 of the bottom 11 is approximately . 0 . 4 mm. In 
the region of the peripheral wall 13, the thickness of 
the sealing cap 7 is approximately 0.3 mm. In the 
region where it does not have a bent-down border 17, 
the flange 15 has a thickness of 0.4 mm, while the 
thickness is approximately 0.7 mm in the region of the 
border 17. The peripheral wall 13 and the second base 
surface 21 of the bottom 11 enclose an angle p of 
approximately 110°. The angle a between the first base 
surface 19 and the second base surface 21 of the bottom 
11 is approximately 160°. 

The exemplary embodiment of the sealing cap 7 
of Figure 1 clearly shows which surfaces of the sealing 
cap 7, apart from the peripheral web 23, interact with 
the mouth region 1 of the container 2. Thus, with the 
sealing cap 7 introduced into the mouth region 1 of the 
container 2 to the full extent, the bent-down border 17 
of the flange 15 interacts with an outer surface 27 of 
the mouth region 1, while the horizontal section of the 
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flange 15 interacts with a top side 29 of the mouth 
region 1 . 

The top border of the sealing cap 7 illustrated 
in Figure 1 is illustrated differently on the right- 
5 hand side and left-hand side. On the right-hand side, 
it is possible to see that exemplary embodiment of the 
sealing cap 7 which has been described up until now. A 
further embodiment is represented on the left-hand side 
of the sealing cap 7. This further embodiment is 

10 distinguished in that the flange 15 merges into a 
downwardly angled wall region 30a which forms something 
of a peripheral ring which is of more or less 
cylindrical design- Said wall region engages over the 
outside of the mouth region 1 of the container 2 when 

15 the sealing cap 7 has been fitted onto the container 2. 
This results^ on the one hand, in the sealing cap 7 
being retained firmly on the container and, on the 
other hand, in an additional sealing surface. 

It should also be pointed out here that it is 

20 possible for the peripheral flange 15 of the sealing 
cap also to be designed without a bent-down border 17 
and without the downwardly angled wall region 30a, that 
is to say for it to be designed such that it runs 
horizontally to the outermost border. It is possible 

25 here, in turn, to distinguish between two cases: in the 
case of a first variant, the flange 15 always remains 
in the rectilinearly running, horizontal form, that is 
to say even when the container 2 is later definitively 
closed by a closure cap, this being discussed in more 

30 detail hereinbelow. In the case of a second variant, it 
is possible, during the operation of fitting the 
closure cap, for the outermost border region of the 
flange 15 to be formed onto the outside of the 
peripheral container wall. Depending on the inner 

35 design of the closure cap, it is possible for the bent- 
down border 17 or else the downwardly angled wall 
region 30a to be formed here. 

It . is thus possible for. the initially 
horizontally peripheral flange 15, . during the 



definitive closure operation, to be shaped, that is to 
say possibly deep-drawn, in order to form the bent-down 
border 17 or, in particular, the angled wall region 3-Oa 
or the peripheral ring. 

It can also be seen in Figure 1 that it is 
possible to provide on the side which is directed away 
from the interior of the container 2, that is to say on 
the top side of the sealing cap 7, webs 30b which run 
from the peripheral wall 13 to the centre line M, which 
is depicted by dashed lines- The webs, the number of 
which can be selected freely within wide limits, all 
converge in the region of the centre line. The width 
thereof can be selected essentially freely. It is 
possible for the height of the web 30b to remain 
essentially the same over the length thereof. In the 
case of the exemplary embodiment illustrated here, 
provision is made for the height of the web 30b to 
decrease in the direction of the centre line M starting 
from the peripheral wall 13. 

The arrangement of the webs 30b may be selected 
such that in each case two mutually opposite webs are 
located on an imaginary diameter line of the sealing 
cap 7- Provision is made here for them to follow an 
imaginary radius line. For example, six such webs, 
which are spaced apart from one another at equal 
distances, are provided. 

On the one hand, the webs 30b serve for 
stiffening the sealing cap 7. On the other hand, 
however, it is also possible to provide for the sealing 
cap 7 to be produced from an oxygen-absorbing material, 
in order to absorb the oxygen present between the 
closure and contents of the container 2 following the 
operation of closing the same- This makes it possible 
to achieve a situation where' the contents of the 
container, for example beer, have/has a better shelf- 
life. In this case, rather than just serving for 
stabilizing the sealing cap 7, the webs also serve for 
introducing additional material into the closure cap, 
-in order to ensure a higher level of oxygen absorption. 
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Moreover, the oxygen-absorbing surface of the sealing 
cap 7 is elevated by the webs. 

The webs 30b described here may be provided 
both in the case of a sealing cap 7 which is of the 
embodiment illustrated on the right-hand side in 
Figure 1 and in the case of sealing caps which are of 
the embodiment represented on the side illustrated on 
the left of the figure. 

Figure 2 illustrates the sealing cap 7, which 
has been introduced into the mouth region 1 of the 
container 2 to the full extent, during the cleaning 
operation. The same parts are provided with the same 
designations as in Figure 1, so you are referred to the 
relevant description in this respect. 

During the operation of fitting the sealing cap 
7 onto the mouth region of the container, foam produced 
during the filling operation or foam formed by the 
injection of hot water/steam is expelled and the 
contents are closed off in an air-tight manner. Oxygen 
is expelled from the interior of the container by way 
of the foam moving out of the container mouth 1. This 
is a very desirable effect in particular in the case of 
the operation of filling beer, because residues of 
oxygen in the interior of the container 2 adversely 
effect the shelf-life of the contents or of the beer. 

Following the operation of fitting the sealing 
cap 7, which thus serves as a shaped seal or also as a 
preliminary closure, and is also referred to in 
specialist circles as a displacer, the interior of the 
container is protected against the penetration of 
oxygen . 

Since the sealing cap 7 only closes the 
uppermost mouth region 1 of the container 2, the 
container wall is unobstructed and thus easily 
accessible for a cleaning operation. Contents residues, 
in particular sugar, may thus be removed easily and 
virtually without leaving anything behind, with the 
result that bacteria and, in particular, mould cannot 
find a breeding ground. 
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Figure 2 shows a cleaning tool 33 comprising a 
flushing nozzle 31. The flushing nozzle 31 discharges a 
cleaning liquid 35 in the form of a jet onto the mouth 
region 1 of the container 2. It is thus possible for 
5 residues of the contents of the container 2 which are 
located in the mouth region 1 of the container 2, in 
particular in the region of the external thread 3 and 
of the peripheral bead 5, to be removed by the cleaning 
liquid 35 without droplets of the cleaning liquid 35 

10 being able to pass into the interior of the 
container 2. The cleaning liquid 35 may be water alone 
or also water with an addition of detergent or 
disinfectant . 

Instead of carrying out the cleaning operation 

15 with a cleaning liquid 35, the mouth region of the 
container may be brushed off by means of a brush (not 
illustrated) or wiped off by means of a wiping means 
(not illustrated either) . Of course, it is also 
possible for the methods of cleaning cited to be 

20 combined with one another. 

Figure 2 shows a flushing nozzle 31 by means of 
which, by way of example, the mouth region 1 which is 
to be cleaned is sprayed with a cleaning liquid from 
above. It is also conceivable to provide a flushing 

25 nozzle which sprays the container with cleaning liquid 
from the side, in particular in the top region in the 
vicinity of the sealing cap 7. Adhering contents, in 
particular sugar and the like, can be removed 
particularly effectively using this flushing direction. 

30 At the same time, it is possible for a special blowing 
head to be lowered onto the sealing cap from above, 
said blowing head blowing out, or flushing out with 
liquid, contamination which is present on the top side 
of the sealing cap. In this case, the blowing head 

35 presses the sealing cap 7 onto the mouth region 1, with 
the result that, even in the case of a very strong 
flushing jet, the situation where the sealing cap is 
accidentally lifted off is reliably avoided. 
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Following the cleaning step, it is possible for 
a drying step (not illustrated in the drawing) to take 
place, in the case of which a blowing-nozzle-containing 
drying tool blows a drying gas onto the mouth region of 
5 the container 2, as a result of which the droplets of 
cleaning liquid 35 which are still adhering to the 
mouth region 1 of the container 2 or to the sealing 
cap 7 are removed from the mouth region 1. An example 
of the possible drying gas is air. The drying operation 
10 may also take place in some other suitable manner, for 
example by means of heat radiation and/or a drying 
agent . 

The cleaning action of the cleaning liquid 35 
and the drying action of the drying gas may be enhanced 

15 by the cleaning liquid and the drying gas being heated 
before being applied to the mouth region 1. 

Figure 2 also clearly shows how the sealing 
insert 7 is supported with clamping action by the 
retaining means 25, in this case by the web 23, in the 

20 mouth region 1 of the container 2. This clamping action 
can be further enhanced, in the case of a somewhat 
longer peripheral web 23, by a compression extending 
over the entire thickness of said web. 

Not illustrated in the drawing is an exemplary 

25 embodiment of the sealing cap 7 in the case of which 
the bottom of the sealing cap, rather than being 
located in the mouth region 1 of the container 2, 
extends essentially above said region. In the case of 
this exemplary embodiment, the peripheral web is 

30 arranged such that it subjects the outside of the mouth 
region 1 to a clamping action. In this case too, it is 
possible for the web to be replaced by a press fit 
between the sealing cap and outside. Of course, it is 
possible for sealing caps to be designed such that webs 

35 are provided on the inside and on the outside, a press 
fit is provided on the inside and on the outside, or 
that a web is provided on one side - . on the inside or 
outside - and a press fit is provided on the other side 
- on the outside or inside- 
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Figure 3 shows the mouth region 1 of the 
container 2 with the sealing cap 7 located therein, and 
serving as a sealing insert, during the operation of 
fitting a screw cap 37, which is illustrated 
5 symbolically by arrows 39. The same parts are provided 
with the same designations as in Figures 1 and 2, so 
you can refer once again to the relevant description in 
this respect. Not yet present in Figure 3 is a 
retaining means, or internal thread 41, which is 

10 located in the interior of the closure cap 37 and, 
following the operation of closing the container, is in 
engagement with the external thread 3 of the mouth 
region 1. In contrast. Figure 3 clearly shows a tamper- 
proof band 43 which, following the closure operation, 

15 is adapted in shape to the peripheral bead 5 of the 
mouth region 1 . 

Figure 4 shows the mouth region 1 of the 
container 2 with the sealing cap 7 and the closure cap 
37 once the container 2 has been closed by the closure 

20 cap 37- Once again, the same parts are provided with 
the same designations as in Figures 1 to 3, so you are 
referred to the relevant description. 

It is clearly shown how, with the container 2 
closed, the external thread 3 of the mouth region 1 

25 interacts with the internal thread 41 of the closure 
cap 37, which is designed in this case as a screw cap, 
and the peripheral bead 5 of the mouth region 1 
interacts with the tamper-proof band 43 of the closure 
cap 37 . 

30 Also clearly visible in Figure 4 is a latching 

means 47 which is designed as a protrusion 45 running 
round at least in certain areas. Running round in 
certain areas here means that the protrusion may be 
made up of a multiplicity of individual lug-like 

35 protrusions. The latching means 47 serves for producing 
a form-fitting or force-fitting connection between the 
sealing cap 7 and the closure cap 37 during the 
operation of closing the container 2. If the container 
2 is opened by a consumer, that is to say if the 
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closure cap 37, which is designed as a screw cap, is 
unscrewed from the mouth region 1 of the container 2, 
then the latching means 47 of the closure cap 37 is 
connected to the border 17 of the sealing cap 7 such 
5 that it is carried along. The force applied to the 
screw cap 37 by the consumer is thus transmitted to the 
sealing cap 7 via the latching means 47 and the border 
17 of the flange 15. Since this force in each case is 
greater than that force by means of which the 

10 encircling web 23 is supported in the mouth region 1 of 
the container 2, it is ensured that the sealing cap 7 
is removed from the mouth region 1 of the container 2 
preferably always together with the closure cap 37 . If 
the consumer closes the container 2 again, then the 

15 closure cap 37 and the sealing cap 7 are fitted or 
screwed onto the mouth region 1 of the container 2 
together. The sealing action of the sealing cap 7 is 
maintained even after the container 2 has been opened 
and closed a number of times . 

20 Depending on whether the closure cap consists 

of metal or plastic, that state of the container 2 
which is illustrated in Figure 4 is produced in two 
different ways. In the case of a closure cap made of 
metal, a cap blank is fitted onto the mouth region 1 of 

25 the container 2, which still does not have any internal 
thread 41. The latter is produced for the first time by 
the cap blank being worked by means of a shaping tool: 
first of all, however, the transition region between 
the lateral surface of the cap blank and the bottom 

30 which closes the mouth of the container 2 is usually 
deep-drawn, in order for the sealing insert or the 
sealing cap to be pressed with sealing action against 
the container. The lateral surface is then pressed, by 
means of a suitable pressure-exerting roll, against the 

35 mouth region 1, in particular against the external 
thread 3 thereof, as a result of which the internal 
thread 41 is formed. In contrast, in the case of a 
closure cap consisting of plastic, rather than a blank, 
the already formed closure cap is fitted. The plastic 
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closure cap thus already comprises the internal thready 
with the result that all that is required for the 
operation of closing the container is to screw on the 
closure cap. 

In order to simplify matters, with the 
exception of the cleaning tool 33 in Figure 2, the 
drawing does not illustrate any of the tools which 
carry out the individual steps of the closing process, 
that is to say the fitting tools, the drying tool, the 
shaping tool and the screwing-on tool. The second 
fitting tool which is used in practice here is a 
closing head or magnetic closing head having a 
conventional cap shoe. 

The above description is based on the closure 
being of two-part design and having a closure cap and a 
sealing cap. It is thus a decisive factor that the 
closure is in two parts, this making it possible for a 
container to be closed provisionally by means of the 
sealing cap following the filling operation in order 
that a cleaning operation can be carried out without 
contents of the container being adversely affected. 
This results in it being possible for contents residues 
to be removed from the mouth region of the container 
and for the attack by bacteria and the like thus to be 
reduced or avoided altogether. Following the cleaning 
operation, the container is then closed off 
definitively by means of the closure cap. 

Up until now, it has been assumed that the 
closure cap is designed as a closure-cap blank which is 
then shaped into a screw closure in a shaping 
operation. It is also possible for a finished screw 
closure, in particular made of plastic, to be fitted or 
screwed onto a container closed by a sealing cap. 

It should also be pointed out here expressly, 
however, that the closure cap may also be designed as a 
crown cap which, following the provisional closure of 
the container and a cleaning operation, is fitted or 
pressed onto the container and/or the sealing cap and 
is formed onto the mouth region . of the container, and 
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is thus retained securely, if appropriate using a 
suitable shaping tool. 

Use may be made here not just of conventional 
crown caps but also so-called rotary crown caps which, 
following the conventional closing and forming-on 
operations, can be unscrewed from the container or the 
mouth region thereof. In the latter case, the outside 
of the container, of course, has to be provided with a 
thread or with a groove formation acting as a thread. 

The types of closure cap cited here are only 
given by way of example. It is, of course, also 
conceivable for the sealing cap 7, which acts as a 
preliminary closure or shaped seal, to be combined with 
differently designed closure caps, for example also 
with so-called twist-off closure caps. The essential 
factor is that, overall, the closure is designed with 
at least two parts and the sealing cap or the 
preliminary closure closes the container first of all 
in an air-tight manner and the closure cap then closes 
off the container definitively, it then being possible 
for the specific configuration of the closure cap to be 
selected freely in this context. 

The sealing cap 7 may then be adapted in 
configuration to the different types of closure cap. In 
the case of rotary crown caps, for example, it is 
conceivable for the sealing cap, as has been explained 
with reference to Figure 1, to be formed onto the outer 
wall region of the container 2 by the closure cap and 
thus to extend over a relatively large region of the 
outer wall, as has been explained, for example, with 
reference to the downwardly angled wall region 30a. In 
this case, the sealing cap may be provided with a 
thread, which then engages with an external thread of 
the container. Moreover, it is also possible merely to 
provide thread turns on the outer wall of the container 
and to press the sealing cap against these, during the 
closure operation, such that, in the region of the 
contact with the thread turns on the container. 
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corresponding thread turns are then made in the plastic 
of the sealing cap. 

It is the common feature of all the types of 
closure that, following completion of the closing 
5 operation, the initially two-part closure may 
preferably be handled as a unit^ that is to say, 
following the operation of fitting the closure cap, the 
sealing cap latches into the interior of said closure 
cap because, as has been described, for example, with 
10 reference to Figure 4, latching means 47 are provided 
there and these, following operation of fitting the 
closure cap, retain the sealing cap securely. In the 
case of all the types of closure described here, it is 
thus possible, on account of the closure being in two 
15 parts, for a cleaning operation to be carried out, 
following the filling operation and the provisional 
closure of the container by means of the sealing cap, 
and then for the container to be closed definitively 
for the first time by means of the closure cap, which, 
20 as has been said, may be of any desired design. 

During the operation of fitting the closure 
cap, the outer border of the sealing cap is pressed 
against the wall of the container, and forms thereon, 
with the result that the container is closed off in a 
25 pressure-tight manner. This applies to both embodiments 
of the sealing cap which has been explained with 
reference to Figure 1 and to all the variants of the 
closure cap which have been described here. 

The sealing cap preferably consists of plastic, 
30 combined forms, in which the sealing cap may consist of 
a metal base coated with plastic, also being possible. 
The sealing cap may also be made up of more than two 
materials. In particular in the case of all-plastic 
sealing caps, the plastic achieves the situation where, 
35 in the case of screw closures, the opening forces are 
reduced to a reasonable level on account of the sliding 
capacity of plastic, that is to say the opening forces 
can. be adjusted relatively, well to small values on 
account of the sliding capacity, with the result that 
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no problems arise when the container is opened by the 
consumer. Moreover, in the case of the selection of the 
material of the sealing cap, it is also possible to use 
oxygen-absorbing plastic or a barrier material, with 
5 the result that the shelf-life of the contents present 
in the container is increased. 

By virtue of a suitable selection of the 
plastic for the sealing cap, it is possible to ensure 
that the sealing action of the closure remains 
10 essentially constant even when the container is opened 
and closed a number of times, with the result that it 
is also possible to achieve a high level of 
reliability. On the one hand, the container can be 
closed to good effect in order to avoid the contents 
15 perishing and, on the other hand, by virtue of the 
specific design of the sealing cap and of the closure 
cap, excess-pressure limitation can be ensured, and 
maintained, even when the closure is opened and closed 
a number of times. 
20 Finally, all that remains to point out is that 

the process described and the closure cap illustrated 
can be used for both disposable and reusable 
containers. If the container 2 is sent back to the 
manufacturer together with the screw cap and the 
25 sealing insert located therein, then the manufacturer 
can even separate the closure cap and the sealing 
insert or the sealing cap from one another again by 
using suitable tools. In particular, it is readily 
possible for these two parts to be fed separately to a 
30 recycling process. 

When the closure described is used, the process 
described allows hygienically satisfactory closure of a 
container. This is possible in that the closure 
comprises a closure cap and a sealing insert which is 
35 formed separately and can be handled separately^ the 
mouth region of the container being cleaned between the 
operations of fitting the sealing insert and fitting 
the closure- cap. 
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Claims 



1. Process for closing a container by means of a 
closure which comprises a closure cap and a sealing 

5 device, characterized by the following steps: 

- following the filling operation, a sealing cap (7) 
of the sealing device is fitted onto the container 
(2) , 

- the container (2) is cleaned at least in the mouth 
10 region, 

- the closure cap (37) is fitted onto the container . 

2. Process according to Claim 1, characterized in 
that the cleaning operation involves spraying of the 
mouth region (1) of the container with a cleaning 

15 liquid (35) and/or brushing the mouth region (1) and/or 
wiping off the mouth region (1) and, as appropriate, 
drying the mouth region (1) using a drying gas. 

3. Process according to one of the preceding 
claims, characterized in that the closure cap consists 

20 of metal and the process comprises fitting the sealing 
cap (7) onto the mouth region (1), cleaning the mouth 
region (1), fitting the closure cap (37) onto the mouth 
region (1) and shaping the closure cap (37) . 

4. Process according to Claim 1 or 2, 
25 characterized in that the closure cap (37) consists of 

plastic and the process comprises fitting the sealing 
cap (7) onto the mouth region (1), cleaning the mouth 
region (1), fitting the closure cap (37) onto the mouth 
region (1) and screwing the closure cap (37) onto the 
30 mouth region (1) . 

5 . Process according to one of the preceding 
claims, characterized in that the sealing cap (7) is 
fitted by means of a first fitting tool. 

6. Process according to one of the preceding 
35 claims, characterized in that the mouth region (1) is 

cleaned by means of a cleaning tool (33), preferably a 
flushing nozzle (31) and/or a - preferably automatic - 
brush and/or a wiping means. 
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7 . Process according to one of the preceding 

claims, characterized in that the mouth region (1) is 
dried by means of a drying tool, preferably a blowing 
nozzle, and/or by means of a drying agent. 

8 . Process according to one of the preceding 

claims, characterized in that the closure cap (37) is 
fitted by means of a - preferably second - fitting 
tool , 

9. Process according to one of the preceding 
claims, characterized in that the closure cap (37) is 
shaped by means of a shaping tool, preferably a 
screwing-on tool, a deep-drawing tool, in particular a 
plunger, and/or at least one pressure-exerting roll. 

10. Process according to one of the preceding 
claims, characterized in that the closure cap is 
designed as a screw cap, and in that the screw cap (37) 
is screwed on by means of a screwing tool. 

11. Closure for a container, having a closure cap 
and having a sealing device for closing a container, in 
particular by a process according to one of the 
preceding claims, characterized in that the sealing 
device comprises a sealing cap (7), and in that the 
sealing cap (7) has at least one retaining means (25) 
interacting with the container (2). 

12. Closure according to Claim 11, characterized in 
that the retaining means (25) is designed as a press 
fit and/or as a web (23) which runs all the way round 
the sealing cap (7) and interacts with the inside or 
with the outside (27) of the mouth region (1). 

13. Closure according to Claim 11 or 12, 
characterized in that the closure cap is designed as a 
crown cap, rotary crown cap or as a closure cap. 

14 . Screw closure according to one of the preceding 
claims, characterized in that the closure cap (37) has 
a latching means (47) which is designed as a protrusion 
(45) running round at least in certain areas and which 
can retain the sealing cap (7) . 

15. Closure according to one of the preceding 
claims, characterized in that the sealing cap (7) has a 
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bottom (11), an encircling wall (13) which extends from 
the bottom (11), a flange (15) which adjoins the wall 
(13) and is provided with a bent-down border (17), and 
preferably an annular wall which extends from the 
5 flange (15) - 

16. Closure according to one of the preceding 
claims, characterized in that the bottom (11) has a 
first base surface (19) and a second base surface (21), 
which preferably extends from the first base surface in 

10 an angled manner. 

17. Closure according to one of the preceding 
claims, characterized in that divided on that side of 
the bottom (11) which is directed away from the 
interior of the container (2) are webs (30b) which 

15 preferably run along imaginary radius lines and of 
which the height is preferably selected such that they 
extend, in particular, over the height of the 
encircling wall (13). 

18. Closure according to one of the preceding 
20 claims, characterized in that the metal is aluminium. 

19- Closure according to one of the preceding 

claims, characterized in that the sealing cap (7) 
consists of plastic. ^ 

20. Closure according to one of the preceding 
25 claims, characterized in that the sealing cap (7) 

consists of metal, preferably aluminium, coated with a 
sealing compound. 

21. Closure according to one of the preceding 
claims, characterized in that the sealing cap (7) 

30 consists of two or more bonded materials. 
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Abstract 

The invention proposes a process for closing a 
container (2) by means of a closure which has a closure 
cap (37) and a sealing cap (7) . The process is 
distinguished in that, during the operation of closing 
the container, the mouth region (1) of the container 
(2) is cleaned between the operations of fitting the 
sealing cap (7) and fitting the closure cap (37) . 



(Figure 4) 
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patentability as defined in title 37, Coda of Federal Regulations, § 1.56. 




German Language Declaration 



Ich beanspnicho hicrmii auslMndiache Priorit&csvorteile gomSlB TLUe 35, 
US-Codc. 5 119 CaH<l). bzw. i 365 (b) ftUcr unten aufgembnen 
AuslfLndsaameldimgen fUr P&lentB oder BrfindcruikundeA, Oder i 365(a) 
aller PCT intemadonalen Amnalduagen. welclio wenigltenft £iA Land 
ausser den Verelnigcea Stanten voa Arocrika benennea, und habe 
nachstehend durch ankreuzsn ttUntliche Aufilanda- anmeldungen fttr 
Pateate bzw. Erfiadorurkundcn odtr PCT intcmationale Anmeldungen 
ansBgebBn, dcrcn Anmeldetag dem der Anmeldung. fOr welche FhoriUtl 
bean^pruchc wird, vorangeht. 

Prior Foreign Applicationa 

(Pdlfai^£ auslHndiache Anmeldongen) 



2992354Q.8 



Oermanv 



(NumbAT) 
CNummeO 



(Land) 



(Nummcr} 



(Country) 
(Land) 



Ich beanspniche hlenmt PnoritUtsvortBilo untcr Title 35. US-Code, 
! 19(e) aller US-Hllfsanmolduugon wic umcn aufgeiHhlt. 



(Applxatiaa Nd.) 
(Alcianzelchan) 



(Filing Data) 
(Afiineldeca^) 



(Application No.) 
(AktcQzcicbcn] 



(AnmoldctQE) 



Ich bcauspruchc lutrmit die mir unterTiae 35. US-Code. S 120 
zustohradon Vortcilc aUcf wnteai aufgefilhrten US-Patontanmoldungpn 
bzw. S 36S(c) allor PCT imemacioaalen Anmeldungen. welche die 
Vcreinigicn Staatcn von Amerika benennen. und erkenne. nuofem dor 
Gcgcnsmnd einea Jeden ftHheren Anxpruohs diesor P&tentanRicldung 
oiehc in einer US-Patentanmeldung. bzw. FCT inicsnauonaleo 
Anmeldung in in euier gemttfi dem oraton Abs&tz von Title 35, US- 
Code. § 1 12 vorgcBchricbcaCn Ait uod Weise offenbart wurde. moino 
Pfllcht zur Offenbanrng jogUchcr faformaiion an, die tur Priifung der 
Patentfllbigkcit in fiinklang imt Tide 37, Code of Federal Roguladons, § 
1 .56 von Belang sind und die im Zeitraum zwischen dem Anmoldetag 
dcf friihe/Cfl P&tentanmeldung und dem aaaoDalea odcr im Rahmen deft 
VetttA^ uber die Zusamznenarbeit auf dem Gcbict des Paicntwcjen 
(pen gnlrigen intemauonalan Anmoldctags bckannf gewordcn «ind. 



(AppLicaiion No.) 
(AkCouzeichQu) 



(Piling Dace) 
(AnmcMerag) 



I hei«by claim fondgn priori^ und«r Jixis 35. United States Code, ( 1 19(a)- 
(d) or § 365(b) of any foreign aiiplicadan(s) for patent Or inventor's 
certificate, or £ 365Ca) of any PCT International applicatioa which 
deaignaled at least One country other than the United States, listed bcbw and 
havo also identified below, by checking the box. any forcigu application for 
patent Or iuventor'i certificate, or PCT Iniomanonal application having a 
filing date before that of the application on which priority ia claimed. 



7 September 1999 



Priority Not Claimed 
Priontat nicht beanftpnicht 

□ 



(Day/M OBih/Yaiir Filad) 
(Tag/MODut/jHhr der Aametduag) 



□ 

(Day/Monih/Ycar Filed) 
(Tog/Moftiit/Ialir d«r Anmeldung) 

1 hereby claim the benefit under Title 35, United States Code. § 1 19(e) of 
any United Statea provisional appUcatlon(s) listed below. 



I hereby claim the benefit under Tido 35. United States Code, § 120 of any 
United States appUcntlon(s), or § 365(c) of any PCT International 
application designating the United States, listed below and , insofar as the 
subject matter of each of the claims of this application is not disclosed In the 
piioi- United States or PCTT Intemadonal application in the mAnner provided 
by the Tint pnragraph of Title 35. United States Code, § 1 12, 1 acknowledge 
the duly to disclose information which is mnterial to patentability as defined 
m Titla 37, Coda of Federal Regulations, 1.56 whioh becajr* available 
between the filing date of Che prior application and the national or PCT 
Intemauonal filing date of this application. 



(StBtuB) (puteated. pending, abandoned) 
(Statui) (pateacisrt« achwebcnd. Bufgegebea) 



(Application No.) 
(Aktenzcichen) 



(HUng Date) 
(Anmcldeta^) 



Ich crklilrc hlermit, dafl alle In der vorllegenden Erklttruug von mir 
gemachten Angaben nach bcstem Wissen und Gcwisscn der Wahrheit 
eniaprechon, und fomer dafl ich dicse cidcsitatiliche Erklftnmg in 
Kcnntnis desacn ablegc. dafl wisacntlich und vors&tzlich falschd 
Angaben odcr dcrglcichcn gcmaB fi IDQl. Title 18 des US-Codo strafbar 
aind und mit Qeldatnfe uad/oder Qefttngnis bostraft wordcn kOnnen und 
daB derartige wissentUch und vorsUzhch falsche Augabon die 
Rechtswirksamkelt der vorhegenden Patentanxzuildung odcr cines 
aufgrund derea erteilten Patentes gsflttirdcn kdanen 



(StBtui) (p&tented. pcAding, abondoacd) 
(Status) (pjue&dfirt, achwsbaad, auf]go£cbcn) 

I hereby declare that all statements made herein of my own knowledge arc 
true and that all statementa made on informauon and belief arc believed to 
he truci and fhrther that these statomonts wore made with the knowledge that 
willful false statements and the like so made art punishable by fine or 
impnsonmcnt, or both, undc^r Section 1001 of Title 18 of the Unitisd States 
Code and that such willful false statements may jeopardize the validity of 
the application or any patent Issued thereon. 



German Language Declaration 



VfiRTftETUNGSVOLMACHT: All bexianntei Brfindor tMKiuArigc ich 
hientilt den (die) nAchsLchend aufgefOhrten Patontanwall 
(PatcntaawaUc) und/odcf Vcrtrcrcf mlt der Verfolgung da vorliegendca 
FatoatanixiolduDg iOwic mit dtr Abwiclduag aller damit verbundeoen 
AngeK^g^nheicc]! vor dem US-PAt£iiEr und Markeaami: (N<m\e(n} und 

JuUe^Morrlss ^^3,263- Rftndftll B. BfttOdian»3:7{?74 
Dftvid W. 0»BryanU39^'^ Frank W. Compagul^^^T^ 

]Mg >lUilSS, BAT&MAN , Q'BRYANT^^ C OMPAGNI^^ 

Salt Lake Cit ¥.:m^.g410l ^ 



Futuiichrifb: 

RnodaU B. BattouiA (801) 476-0072 



l^kfooische AutlcQolto; (Name und Telejbnnummer) 



POWER OP ATTORNEY: As a nmnod inventor, I hereby ftppoint the 
fallowing attom^s) uxd/or &geal(s) to prosecute this appticAdon and 
tranuci all buslneas in the Patent and lYadenuujc Qfiicc connected 
thorewith: (lUt noma and registration numbtr) 

Julie K. Morriss 33»263 Randkll B. Batfiman, 37.774 
David W. CBryant 39.793 iPrank W. Compagni 40,567 

MORRISS, BATEMAN, O'BRYANT & COMPAGNI 
136 South Mniu Street, SultA 700 
Salt Lake City. Utab 84101 



Sand ConcBpondcoce (o 

lUudaU B. Bat«mnki (801) 478-0071 

Direct TalBphona Calla to (name and tataphoru numbar) 




Wohnsitz 
LAMPSRTHKIM, Germany 



Sca>ciangebOrialc«lt 
GmrnoM 



FastBLaachrifl 

Carlo-Mlorondorft-StrBfia 35 
D-£8dl3 LAMPERTHBIM, 
Oarma^y 



Rasldenca ^ 

LAMP£RXH£1M. GcrmaA^r 



Cltlxeoahip 



Post Office AddrBBA 

Carlo-MiereAdorfr-StraOe 35 
D LAMPfiRTHAIM, 
Germany 



Vofs>ufid Zuaama dm» zwaitAa MltarflndaiB (&Ua zutreffBud) 



faH aamc of lecond joiikc Invodcor. if any 



UfliefSflhrift del zwAlCen ErflBdan 



Datum 



Second Inventor*! signature 



Date 



Wohnsirz 



SuuilBtingfthfirtgkclt 



PoicaAiohrift 



Residence 



CiUxcnthip 



Poit Office AddiciB 



(la Falle dhiter und weitoror Mitezfinder sind die enuprechenden 
iDformationca und Uacerschnften huuEuzufUgcn.) 



(Supply iimilar information and fiigiiatiirc fat third and suhaequeni joint 
laveatoie.) 



